
Product detail

FunctionalitiesApplications

Collfort® 

Privacy solutions
Modular and effective solutions to create privacy on a new or installed 

Betafence fence system.

BENEFITS

Decorative
Decorative & stylish privacy solutions in wood.

Compatibility
Betafence’s privacy products offer privacy solutions for both welded & woven fences on roll (Pantanet,  
Fortinet, Plasitor) and different welded panel types (Bekafor and Nylofor).

Easy installation
All privacy systems can be easily installed on an existing or newly installed fence. For installation, a 
very limited number of tools is required. 

Guarantee
The privacy solutions are guaranteed for a period of 10 years (for the guarantee conditions: see the 
product labels).
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COLLFORT ASSORTMENT

Type Material Panel Height 
in mm

Panel Width
in mm

Compatible with

Bekafor Collfort
Treated Nordic pine

Grey or Natural color

1730 

2030
2000 Bekafor Classic panels

Nylofor Collfort
Treated Nordic pine

Only natural color

1530 

1730 

1930

2500

Nylofor 3D panels 

Nylofor 3D Pro panels 

Nylofor 3D Multi panels

Nylofor Collfort
Privacy slats in treated, Nordic pine. Compatible with Nylofor range (width 
2500 mm) : Nylofor 3D, Nylofor 3D Pro, Nylofor 3D Multi
One kit includes :

• 53 vertical slats
• horizontal, trapezoidal slats

(following the number of folds in the panel)

Bekafor Collfort
Privacy slats in treated, Nordic pine. Compatible with Bekafor Classic panels 
(width 2000mm). 
One kit includes :

• 43 vertical slats
• horizontal, trapezoidal slats

(following the number of folds in the panel)

Bekafor Collfort is available in two types of finishing (natural wood color):
• blond wood color
• grey wood color

Collfort assembly

Step 1 

Insert the horizontal slats in the folds (depending 
on the fold type, the horizontal cross beam is put 
in the other sense).

Step 2

Screw or staple the vertical slats onto the hori-
zontal slats in the fold (screws or staples are not 
supplied).  One fixating point on the horizontal slat 
per vertical slat should suffice. 

Step 3 

Fix your panel to your post.

Step 4 

Insert the outer slats, then attach them. 
Repeat this procedure for each privacy panel.  
Your installation is finished. 
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